PRODUCT BULLETIN COVER-TEX ‘| BULLETIN NO: J-5303
DRYWALL ACCESSORY WALL TEXTURE | DATE: 9/26/75
PRODUCTS NON-ASBESTOS PAGE: 1of 2
APPROVALS: | FRODUCING PLANT: XXXKRZEKS:  TEST BATCH
SEATTLE - . DATE:
BULLETIN DESCRIPTION g POUNDS GALIONS
220 Whiting 4.07 | 1000
442 Tale 22,04 500
247 Sericite - Mica "S" ' 17.63 400
056 Wyogel Clay ] : 2,20 5Q
245 Methocel 228 0.53 12
453 - Preservative 0.13 | - 3
489 | Wollastonite . 8.82 200
446 | Titenium Pigment , 1,10 25
435 Casein 1,10 25
102 Dismmonium Phosphate _ ' 0.18 A
022 Ammonium Biborate | , 0,18 4
4307 Sodium Tripolyphospha;r,e ) 0,13 3
436 Staramic 747 | 1.32 30
164 Glyoxal 80% 0.13 3
166 | Hamaco 277 0.44 10
282 Percel Kasma - 0,12
TOTAL 100,00 2269

MANUFACTURING INSTRUCTIONS:

1. Mixing time shall be & minutes minimum and 12 minutes maximum.
2., Blank out asbestos caution.

SUALITY CONTROL:
T™-14 Viscosity, 100 gm cone @ 5 sec.,

200 gm per 150 ce water ) 35 to 45 mm
TM=34 Bon& . _ Equal to Standard

KG2000793
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